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Applications of Deckdrain

Retaining Structure Drainage at NENTX 
Landfill, May 2024 (EP/SP/77/15)

Deckdrain is Unique
Equivalent to Miradrain and other geocomposites 
and most cuspated geocomposites
Compatible with the waterproofing system
Double-sided perforation option
Ready stock and economical
Made in the UK with CE marking

Relieve water pressure to the buried structure
Drainage behind retaining wall
Capillary break layer below base slab
Roof garden drainage

Retaining wall drainage at Police 
Facilities in Kong Nga Po
March 2021 (ND/2018/01)

Vertical drainage 
layer of Deckdrain

It’s Convenient to Use
Ready stock for delivery
Simple installation
Roll dimension: 1.1m (W) x 45m (L)

Weep hole

Discharge

Deckdrain is a high-performance geocomposite drainage
layer that replaces granular filter layers with distinct benefits.
Deckdrain structural drainage systems have been specifically
developed to provide high flow capacity and added
protection to waterproofing. Deckdrain consists of a high-
strength, flexible polyethylene cuspated core with a non-
woven geotextile bonded onto either one or both sides for
perforation.

Fill Slope Drainage at TKO –
Yau Yue Wan, October 2023 

(CV/2021/04) 

Slope drainage at TKO –
Lam Tin Tunnel
February 2025 (NE/2015/01)

Deckdrain
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